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�	 Ohuthieraporteissa havaitut kivilajit petrografisen analyysin 

perusteella jaoteltuna eri luokkiin (n=���).

��	 Kivilajien luokitukset vanhemmassa rakennuskannassa (n=� ���).

Päätelmät

Betonirakenteiden säilyvyysominaisuuksien 

ohjeistuksien julkaisun myötä 1980–1990-lukujen 

vaihteessa ovat julkisivu- ja parveke-element -

tien betonin laatu ja säilyvyys ominaisuudet 

parantuneet selkeästi aiempiin vuosikymme -

niin verra�una. Eniten on parantunut betonin 

pakkasenkestävyys. Vaikka betonin huokostus 

on edelleen osi�ain puu�eellista, ovat pakkas -

rapautumisasteet pysyneet pieninä. Lisäksi 

raudoi�eiden peitepaksuudet ovat lähempänä 

suunni�eluarvoa ja selkeästi sen ali�avat pak -

suudet ovat lähes hävinneet. 

bonation has slowed for facades and balconies. 

The share of slow carbonation has increased 

and the share for fast carbonation decreased. 

The cover depths have also improved and meet 

the requirements more o�en. Cover depths less 

than 20 mm are rarely found anymore. For these 

reasons the aimed service life is more likely to 

be met.

The air-entrainment of the concrete has 

improved making it more freeze-thaw resist -

ant but completely non-air-entrained concrete 

can still be found occasionally. Despite that the 

freeze-thaw deterioration degree has stayed low 

for both facades and balconies.

Secondary void �llings have decreased. The 

most commonly found one is e�ringite. A con-

nection between e�ringite and freeze-thaw 

damage was found. Freeze-thaw damage is 

more likely when e�ringite is present and the 

degree of it is more severe than in concrete 

without pore �llers.

The risk for alkali-silica reaction is higher in 

newer building stock. Aggregates from class II, 

i.e., possibly reactive aggregate, were found in 

70% of the samples and from class III, i.e., likely 

reactive aggregate, in 4%. With these results it is 

obvious that laboratories cannot only look for 

the gel associated with the reaction. Other signs 

e.g., �ne grained quartz should be looked for.

Betonin karbonatisoitumisen suhteen 1990-

luvun betonijulkisivut ja parvekkeet saavu�a -

vat yleisesti 50 vuoden käy�öiän. Ainoastaan 

yksi�äisiä paikallisia korroosiovaurioita voi 

esiintyä aivan lähelle betonipintaa jääneiden 

raudoi�eiden takia. Betonin pakkasrapautu -

misen osalta 50 vuoden käy�öikää ei tämän 

tutkimusaineiston perusteella tulla saavu�a-

maan kaikissa betonirakenteissa. Jo nyt on 

havai�avissa pakkasrapautumaa noin 10 %:ssa 

tutkituista rakenteista.

Lähteet

�.	 BES – Avoimen betonielementtijärjestelmän 

kehittäminen. Tutkimusraportti ����. Suomen 

Betoniteollisuuden Keskusjärjestö ry

�.	 Tilastokeskus ����.

�.	 BY �. ����. Betonin säilyvyys: vesirakennusbetoni. 

Suomen betoniyhdistys ry.

�.	 BY ��. ����. Betonirakenteiden säilyvyysohjeet 

ja käyttöikämitoitus. Suomen betoniyhdistys ry.

�.	 BY ��. ����. Betonirakenteiden säilyvyysohjeet 

ja käyttöikämitoitus. Suomen betoniyhdistys ry.

�.	 Lahdensivu, J. ����. Durability Properties and 

Actual Deterioration of Finnish Concrete Struc-

tures. Tampereen teknillinen yliopisto.

�.	 By �� Ohje betonin alkali-kiviainesreaktion hallit -

semiseksi ����. Suomen betoniyhdistys ry.

Concrete’s durability properties and 

deterioration mechanisms of precast 

concrete facades and balconies 

Systematic condition assessments have 

been performed for concrete facades and 

balconies for more than 30 years. For this 

study data from concrete’s durability 

properties and deterioration mechanisms 

have been gathered from buildings 

erected in the 1990s. The scope of this 

study is to determine if the instructions, 

which have come into force in 1990s, had 

any e�ect on durability of concrete.

All the properties of concrete had improved 

when compared to the older building stock. Car -

Säilyvyysominaisuudet 1990-luvun 
betonielemen�ijulkisivuissa ja parvekkeissa


